
About SPECTRAL EVOLUTION 

Established in 2004, SPECTRAL EVOLUTION is a leading manufacturer 

of laboratory and handheld portable spectrometers, spectroradiome-

ters and spectrophotometers for lab and field applications in mining, 

remote sensing, materials identification and QC, satellite calibrations, 

and more. 
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Spectral Range  350ð2500nm 350ð2500nm 350ð2500nm 

  2.8nm (350-1000nm) 2.7nm (350-1000nm) 1.5nm (350-1000nm) 

Spectral Resolution  8nm @ 1500nm 5.5nm @ 1500nm 3nm @ 1500nm 

  6nm @2100nm 5.8nm @2100nm 3.8nm @2100nm 

Spectral Sampling 

Bandwidth 

Data output reported in 1nm increments 

2151 channels  reported 

Data output reported in 1nm increments 

2151 channels  reported 

Data output reported in 1nm increments 

2151 channels  reported 

Si Detectors 
512 element Si array                             

(350ð1000nm) 

1024 element Si array                                  

(350ð1000nm) 

TE-cooled 1024 element Si array                                 

(350ð1000nm) 

InGaAs Detectors  

(TE-cooled) 

256 element extended wavelength array  

(1000ð1900nm) 

512 element wavelength array  

(1000 ð1630nm) 

512 element wavelength array  

(1000 ð1630nm) 

  
256 element extended wavelength array   

(1900-2500nm) 

512 element extended wavelength array   

(1630-2500nm) 

512 element extended wavelength array   

(1630-2500nm) 

Minimum Scan     

Speed 
100 milliseconds 100 milliseconds 100 milliseconds 

Wavelength          

Reproducibility 
0.1nm 0.1nm 0.1nm 

Wavelength          

Accuracy 
±0.5 bandwidth ±0.5 bandwidth ±0.5 bandwidth 

Communications   

Interface 
USB, Bluetooth USB, Bluetooth USB, Bluetooth 

Size 8.5x 12x 3.5 in (21.6x30.5x8.9 cm) 12.4x8.7x4.4 in (31.5x22.9x38.7cm)  12.4x8.7x4.4 in (31.5x22.9x38.7cm)  

Weight 8.9 lbs (4 kg) 14 lbs (6.3 kg) 14 lbs (6.3 kg) 

Battery External Lithium ion; 7.4V External Lithium ion; 7.4V External Lithium ion; 7.4V 

Battery Operation Minimum 3 hour operation Minimum 3 hour operation Minimum 3 hour operation 

ƻǊŜ·ǇǊŜǎǎ                ƻǊŜ·ǇƭƻǊŜǊ                       ƻǊŜ·ǇŜǊǘ     

26 Parkridge Road, Suite 104 

Haverhill,  MA 01835  USA 

Tel: 978 687-1833  ÷  Fax: 978 945-0372 

Email: sales@spectralevolution.com 
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